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CC-Series Non-Return Valve
The Saniquip CC (centre clamp) hygienic non-return valves 
are high quality standard design spring type non-return 
valves at a competitive price. Suitable for most applications 
the CC non-return valves offer hygienic design and reliable 
performance. As standard, they are manufactured in AISI 
316L stainless steel with food grade EPDM seals (silicone 
or viton seal options are also available). A stainless steel 
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diaphragm plate with a large open area ensures low 
pressure loss. Where feasible, vertical installation 
is recommended. Horizontal installation is also 
permissable but the valve will then not be fully self-
draining. Saniquip CC non-return valves are available in 
sizes from ½” to 4” .
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No. Description Standard 
Material

1 Short Body AISI 316L -

2 Long Body AISI 316L -

3 Body Clamp AISI 316 -

4 13PG Body Seal EPDM Silicone, Viton, NBR 
& PTFE

5 Plug Seal EPDM Silicone & Viton

6 Stainless Steel Spring AISI 316 -

7 Flow Support Plate AISI 316 -

8 Disc AISI 316 -

Parts List
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Size ØA
(mm)

ØB
(mm)

C
(mm)

D
(mm)

1/2” 9.5 12.7 24 34

3/4” 15.8 19.05 24 34

1” 22.1 25.4 34 48

1.5” 34.8 38.1 36 48

2” 47.5 50.8 36 48

2.5” 60.2 63.5 36 48

3” 72.9 76.2 36 48

4” 97.6 101.6 47 54

Dimensions

Check Valve Pressure Drop (Water @ 20 °C)

Opening Pressure (PSI)

Size ½” ¾” 1” 1.5” 2” 2.5” 3” 4”

Opening Pressure 0.5 0.5 3.0 1.6 0.6 1.3 0.8 0.9

Maximum Pressure Rating:  10 bar 


