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DF-Series Flanged Type Non-Return Valve
(5” - 10” sizes)

P R O D U C T  D A T A  S H E E TP R O D U C T  D A T A  S H E E TP R O D U C T  D A T A  S H E E T

INCH

Size D
(mm)

Dn
(mm)

W
(mm)

H
(mm)

5” 127.0 122.8 200.0 174.0

6” 152.4 146.8 227.0 188.0

8” 203.2 197.6 296.0 210.0

10” 254.0 247.2 366.0 208.0

Saniquip Stainless Ltd

PO Box 58722, Botany, Auckland 2163, New Zealand
Unit 9, 135 Cryers Road, East Tamaki, Auckland 2013, New Zealand

Phone +64 9 274 5570 or +64 9 274 5571

Email sales@saniquip.co.nz         Website www.saniquip.co.nz

Sizes 5” - 10” (DN125 - DN250)

Body & Shaft AISI 304 or AISI 316L stainless steel

Spring AISI 301

Seal FDA Compliant EPDM, as standard. NBR, FPM & PTFE options available on request

Product Contact Surface finish Ra ≤ 0.8µm

Maximum Pressure 10 bar

Maximum Temperature 120°C (EPDM)

End Connections Weld, clamp (others on request)

Operating Principle:  

The valve opens when the fluid pressure 
exceeds the spring pressure and closes when 
the two pressures equalise.


