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SMY08 Round Outward Opening Pressure 
Manway
The Saniquip SMY08 series round outward opening pressure manways and hatchways are of robust stainless steel 
construction with a retention free cover design.
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Features

•  �Robust heavy duty construction. Standard 
execution suitable for 3 bar maximum pressure

•  �Special executions for higher pressures available 
on request

•  �Resists full vacuum

•  �Quick release swing bolt fastening (stainless steel 
handwheels as standard (other options available 
on request)

•  �Round outward opening design

•  �Retention free cover (i.e. no liquid pooling in 
cover)

Features

•  �Robust heavy duty construction. Standard 
execution suitable for 3 bar maximum pressure

•  �Special executions for higher pressures available 
on request

•  �Resists full vacuum

•  �Quick release swing bolt fastening arrangement 
with stainless steel handwheels as standard 
(plastic handwheels or stainless steel wing nut 
handles available on request)

•  �Round outward opening design

•  �Retention free cover (i.e. no liquid pooling in 
cover)

•  �Round outward opening design with heavy duty 
hinge

Product contact steel parts AISI 304 or AISI 316L stainless steel

Non-product contact steel parts AISI 304 stainless steel

Gasket FDA Compliant translucent silicone as standard. NBR, EPDM & Viton options available on request

Surface finish Standard - mirror polished inside & out. Other surface finish options available on request

Maximum Working Temperature 150ºC (Silicone gasket)

Materials
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Size
(mm)
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B
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E
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F
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G
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Standard number of 
handwheels for 3 bar max. 

pressure

200 200 115 3 3 194 214 234 4

300 300 100 3 3 110 294 314 334 4

350 350 100 3 3 110 344 364 384 5

400 400 100 3 3 110 394 414 434 5

430 430 100 3 3 110 424 444 464 6

450 450 100 3 3 110 444 464 484 6

500 500 100 4 3 110 494 514 534 6

600 600 100 4 4 110 594 614 634 8

Dimensions

* Thickness (mm) - prior to polishing
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