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VRE-Series Vacuum/Pressure Valve
The Saniquip VRE-series vacuum/pressure valves are 
hygienic stainless steel valves designed to protect against 
damage due to vacuum or overpressurization in tanks. In 
its natural state, the valve keeps the tank internals sealed 
from the outside atmosphere. In the case of even slight 
negative pressure developing inside the tank, the valve 
opens to suck in air and equalize the negative pressure. 
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Features

•  �All product contact surfaces in AISI 304 stainless steel

•  �Valve opening pressure is adjustable from 0.3 to 3 bar 
depending on spring installed

•  �Adjustable via spring loader device

•  �Sizes 1½”, 2” & 2½” available as standard.

•  �Clamp connection 

On the positive pressure, a spring loading device allows 
set pressure adjustment. Depending upon the spring 
installed, set pressures from 0.3 to 3 bar can be achieved. 
If the pressure inside the tank exceeds the predetermined 
set pressure, then the internal overpressure relief 
mechanism lifts to release the pressure and restore 
equilibrium.
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Opening Pressure (depending on spring installed) 0.3 to 3 bar

Vacuum Pressure (fixed) 0.008 bar
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Size ØA
(mm)

B
(mm)

ØC
(mm)

ØD
(mm)

1.5” 44 84 39 50.5

2” 51 93 47.5 64

2.5” 63 85 58 77.5
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